
Excellence at work.Linde Material Handling North America Corporation
2450 West 5th North Street, Summerville, SC 29483

Phone: 843.875.8000 . Fax: 843.875.8329

E-mail: trucksales@lmh-na.com . www.lmh-na.com 

ANSI CLASSIFICATION: Standard truck meets all applicable mandatory requirements of ANSI/ITSDF B56.1 standards 
for powered industrial trucks.
NOTE: Performance data may vary due to motor and system effi ciency tolerances. The performance depicted 
represents nominal values obtained under typical operating conditions. Metric dimensions are in millimeters unless 
otherwise specifi ed. All metric dimensions are not direct equivalents due to rounding data. The descriptions and 
specifi cations included on this data sheet were in effect at the time of printing. Linde Material Handling North 
America Corporation reserves the right to make improvements and changes in specifi cation or design without notice 
and without incurring obligation. Please check with your authorized Linde dealer for information on possible updates 
or revisions.

With annual sales exceeding 100,000 forklift trucks, Linde ranks among the world's leading manufactures. This position has been 

justly earned. Linde trucks excel not only with their recognized innovative technology but especially due to their low energy and 

operating costs.

High quality in production is matched by the standard of the services we provide. With our ten manufacturing plants and a com-

prehensive network of local sales partners, we are at your call around the clock and around the world.

Your local Linde dealer offers a complete single-source package including qualifi ed pre-sales consulting, after-sales service and 

fl exible fi nance options—whether leasing, renting or purchasing.
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The power of performance.
Linde 359 series diesel trucks.
H100 to H180
Capacity 22,000 to 40,000 lb.



Operator’s CompartmentTo excel is to provide more than just a solution. 
Excellence translates into designing and manufacturing 
equipment that is thoroughly engineered to exceed the 
operational conditions expected of it. 

The development of the new H100 to H180 range of 
diesel powered forklifts, is based on the established 
reputation of Linde as the technological leader in the 
global material handling equipment business.
 
Linde’s exclusive hydrostatic drive combined with a 
brand new, class leading operator’s compartment, 
innovative load controls, and our optimized load 
handling system, defi nes quality of innovation in action.

Components

The patented Linde hydrostatic drive operates without torque converter, mechanical transmission, clutch-pack,
differential drive axle or conventional friction brakes. This translates into the total elimination of the 
conventional mechanical drive-line, thus drastically reducing required maintenance procedures.

The engine is perfectly matched to the Linde hydrostatic drive system. It meets all existing emission mandates 
and  utilizes microprocessor based control technology to deliver optimum power, performance, and economy 
under all operating conditions.

Modular component design results in compact and highly maneuverable trucks perfectly suited to a variety of 
applications while delivering exceptional operational performance.

The truck counterweight attaches directly to the frame cradle.

A Linde designed and built steering axle mounted into the counterweight features large high density neoprene 
mounting blocks for maximum shock absorption. 

The drive axle, housing individual Linde wheel drive units, is mounted to massive solid steel dual shock 
absorbing A-frames. The mast mounts directly to the drive axle for maximum component protection from load 
impacts and road shock forces.

A separate frame featuring fl ex-mounting allows for complete rearward tilting of the operator cab, resulting in 
unrivaled service access.

The operator’s cab has been designed to ensure extended and stress-free truck operation.

Linde delivers plenty of space, ample room for operators of any size and build. Excellent visibility in all directions 
optimizes safety at work.

Truck control and performance parameters can be adjusted to individual operator preferences.

The 4-way adjustable standard suspension seat and integrated armrest incorporating the fi ngertip Linde Load 
Control guarantees effortless and secure load handling.

Essential information is presented on the glare-free multi-function instrument display at the press of a button.

The ergonomically designed and adjustable steering wheel is positioned perfectly for safe and easy operation.
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